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DEVICE PREFIX LOCATION CODE LEGEND
L1 ) AREA LOGATION DEVICE DESCRIPTION LINE NO.
| | TR CONTROL PANEL 7CB1 | BREAKER; CIRCUIT 67
I 7PB1 BLOCK; POWER 67
‘ L } } 2 |LH END POCKET JFe  |FUSE, BLOWER MOTOR 81
60 — \ = <¢] | | 3 |AIR SECTION ’
| ‘ ‘ + IR0 END POGKET 7K1 |CONTACTOR; EHT SAFETY 84,90
7K2  |CONTACTOR; EHT ELEMENT 88,90
@— & } } S |TOP ACCESS PANEL 3HR1.2.3 | ELEMENT, ERT 38.90.02
EQUIPMENT GROUND ‘ ‘ © |FIELD INSTALLED 7k3  |CONTACTOR: EFT ELEMENT )
62 — | | 7 |RH CONTROL BOX E—HT :
‘ ‘ 7F7  |FUSE; BLOWER MOTOR 97
63— I I
| |
| |
64 — | |
| |
65 — | |
| |
66 — % S

67 — % $ 7CB1
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69 —
70 —
a8} o
71— o N
(@} (@}
N N
72 —
73—
74 —
75—
76 —
77 —
78 —
79 —
100 100 100D
B ¢ TO LEFT HAND CONTROL
80 — BOX
/F8 100A 100A,B o205 FACTORY
81— USE ONLY
82 — 202A
83—
7K1
2028 203A,B,C
84 — }—c
85—
86 —
87 —
TK2 3HR1
88 — 207A o—{ }—c 204A ST 203A
89 —
7K1 7K2
200B 3HR2
00— Q_{ }_O 207A,B,C 207B o—{ }_C 205A I 2038
91—
K3 3HR3
90— 207C o—{ }—c 206A SITo 203C
93 —
200A
94 —
95 —
96 —
ELC. HEAT ELEMENT FUSE 7F7
— o 99A 99A,B 7ppo—1 FACTORY
N O N E USE ONLY
98 — — 99B 99C 99D
CLASS G—480V TO LEFT HAND CONTROL
o SC TYPE Eox
NOMINAL AIRFLOW: 075
100 — VOLTAGE; 208/60,/1 JE -I§ g3 §
HTG CL: EH LOW CAPACITY ‘L Q= g Q
101 — = |82 Rl 8
|
N
102 — ELC. HEAT ELEMENT FUSE 8
~
03— NONE i
N = 8.8,2
104 CLASS GC—480V W EEr
I or apats
SC TYPE Q| o s
© | 3 zifsa
105— NOMINAL AIRFLOW: 075 O | E afe %
. VOLTAGE; 230,/60,/1 NOTES: ~ fsood
- £342
HTG CL: EH LOW CAPACITY 1. ALL FIELD WIRING MUST BE IN ACCORDANCE WITH %87
107 — THE NATIONAL ELECTRIC CODE (NEC), STATE AND
LOCAL REQUIREMENTS. 3
A
108 — ELC. HEAT ELEMENT FUSE 2. DASHED LINES INDICATE RECOMMENDED FIELD z
BLOWER MOTOR FUSE WIRING BY OTHERS. SOLID LINES INDICATE &
NONE WIRING BY THE TRANE COMPANY. 3
109 — c
CLASS G—480V /‘ BA 3. WIRES ARE BLACK UNLESS NOTED OTHERWISE. g
110 — SC TYPE CLASS FNQ—R 4. WIRES NOT TERMINATED ARE PART OF THE WIRE 3 N
800V HARNESS THAT CONNECTS TO A DEVICE NOT REQUIRED % |
11— NOMINAL AIRFLOW: 100 FOR THIS PARTICULAR UNIT BUILD. = o g
VOLTAGE; 208/60/1 5. FIELD POWER SUPPLY CONDUCTORS MUST HAVE p < Q m
MINIMUM 90C INSULATION. 02z
12— HTG CL: EH LOW CAPACITY m 5 o <
NOTICE 8] ATTACH EQUIPMENT GROUND @ gi 5 >
13— USE COPPER CONDUCTORS ONLY! od s —
ELC. HEAT ELEMENT FUSE ELC. HEAT ELEMENT FUSE UNIT TERMINALS ARE NOT DESIGNED TO ACCEPT 5% 8 O
_ . y ~ | o
e NONE NONE EQUIPWENT DAwGE. D0V COULD RESULT N /A WARNING /) AVERTISSEMENT ADVERTENCIA ' 2o ¢
AWS HAZARDOUS VOLTAGE! TENSION DANGEREUSE! iVOLTAJE PELIGROSO! m ; m j; g
15— DISCONNECT ALL ELECTRIC POWER COUPER TOUTES LES TENSIONS ET DESCONECTE TODA LA ENERGIA ELECTRICA, x 9
CLASS G—480V CLASS G—480V N'UTILISER QUE DES CONDUCTEURS EN CUIVRE! INCLUDING REMOTE DISCONNECTS ~OUVRIR LES SECTIONNEURS A DISTANCE,  INCLUSO LAS DESCONEXIONES REMOTAS Y >33 Oz
LES BORNES DE L'UNITE NE SONT PAS CONGUES AND FOLLOW LOCK OUT AND TAG PUIS SUIVRE LES PROCEDURES DE SIGA LOS PROCEDIMIENTOS DE CIERRE Y 4{ O ;U W %
SC TYPE SC TYPE POUR RECEVOIR D'AUTRES TYPES DE CONDUGTEURS PROCEDURES BEFORE SERVICING. ~ VERROUILLAGE ET DES ETIQUETTES AVANT  ETIQUETADO ANTES DE PROCEDER AL » —8
16 — N INSURE THAT ALL MOTOR TOUTE INTERVENTION. VERIFIER QUE TOUS SERVICIO. ASEGURESE DE QUE TODOS -2 >|==
FAIRE DEFAUT A LA PROCEDURE CI-DESSUS PEUT CAPACITORS HAVE DISCHARGED LES CONDENSATEURS DES MOTEURS SONT  LOS CAPACITORES DEL MOTOR HAYAN ~ N
NOMINAL AIRFLOW: 100 NOMINAL AIRFLOW: 125 ENTRAINER DES DOMMAGES A L'EQUIPEMENT. STORED VOLTAGE. UNITS WITH DECHARGES. DANS LE CAS D'UNITES DESCARGADO EL VOLTAJE ALMACENADO. N <=2
117 — A V/SO VARIABLE SPEED DRIVE, REFER COMPORTANT DES ENTRAINEMENTS A PARA LAS UNIDADES CON TRANSMISION % ~
VOLTAGE; 230/60/1 VOLTAGE; 230/60/1 TO DRIVE INSTRUCTIONS FOR VITESSE VARIABLE, SE REPORTER AUX DE VELOCIDAD VARIABLE, CONSULTE LAS phl
JUTILCE GNICAMENTE CONDUCTORES DE COBRE! CAPACITOR DISCHARGE. INSTRUCTIONS DE L'ENTRAINEMENT POUR  INSTRUCCIONES PARA LA DESCARGA = W
HTG CL: EH LOW CAPACITY HTG CL: EH LOW CAPACITY LAS TERMINALES DE LA UNIDAD NO ESTAN DISENADAS FAILURE TO DO THE ABOVE DECHARGER LES CONDENSATEURS. DEL CONDENSADOR. >
18 — COULD RESULT IN DEATH OR NE PAS RESPECTER CES MESURES DE EL NO REALIZAR LO ANTERIORMENTE —
PARA ACEPTAR OTROS TIPOS DE CONDUCTORES. SERIOUS INJURY. PRECAUTION PEUT ENTRAINER DES INDICADO, PODRIA_ OCASIONAR LA MUERTE
NO SEGUIR LAS INSTRUCCIONES ANTERIORES PUEDE BLESSURES GRAVES POUVANT ETRE Q SERIAS LESIONES PERSONALES.
PROVOCAR DAROS EN EL EQUIPO. MORTELLES




